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Foshan Xiong Qi Intelligent Technology Co., Ltd.
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High precision filling solution
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EEMEERE. RRER. BHMLEN~R. EBRERELIXRT, EFENER.

Foshan Xionggqi Intelligent Technology Co., Ltd. is a manufacturer of precision ceramics metering pump. It has 10 years of
industry experience in ceramic manufacturing, matching and application, and has strong technical force. Focusing on providing
customers with one-stop precision filling system, we have rotary electric plunger pumps series, pneumatic plunger pumps seri-
es, servo driven plunger pumps series and so on. Aiming to improve the competitiveness of products and providing customers
with the most efficient and high-quality services, our company spares no effort in product research and development, and has
obtained a number of relevant national patent certificates. Foshan Xionggqi Intelligent Technology Co., Ltd. stands in the world
with sincerity, which is worthy of your trust.

B P Our Advantages

BAMBARZ SR FRIEM AR BRI EERS

Strong technical support

Stable and durable products

Efficient after-sales service

T REARE A DR PRI T %

Professional technical team to provide

LML, THAH, RS

Focus on R&D, Continuous Innovation

RIEOIR, BESIR

Quick response, quick support

you with the best solution and Strict Quality Inspection

BARIBR S

— REFEZEENBEEREHRS.

- R{ERRERENBER =R RS .
v R R RBIRBIRTT RE Mo

. RIERES R ERRS .
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Our services

1.Provide perfect customized service for ceramic pumps.

2.Provide ceramics pump products and services for packing equipment.
3.Provide the overall solution and products of ceramic pumps.
4.Guarantee timely delivery and after-sales service.

Focus on high precision filling solution

HHARBERER? ATAEZEMER?
MESZERERASETUMERNHROEELITER.

What is a ceramic plunger pump? Why choose ceramic pump?
Ceramic plunger pump is a plunger metering pump which is made of high purity industrial ceramics.

ERBUATRA:

—. EFEASHEMEMRTIR, REEEE. SmEE. WEEM. WERERANIR TS RERS.

Z. EEMITERD, BERNBEERS, TMRTTHLZE, HREKBNEEENSENES —B.

=, BYMEFHN NI FRASHMBERE LERMILEHAEEINEER, TRFASRHE.

M. RAXHNEHEEN. SMEERERERNERANEERANIRER, BENRAXALIER. THBNRGENR, ETE
HHF .

fi. REEHRAMLAENELIFE I ZNMEERE, THEEEMIMER, HEFR.

7N ZFRATER. WEREMRSMREN, SIEHRSAREING 2K MmKRE.

It has the characteristics as follow:

1. Ceramic plungers are made of high-performance ceramic materials, which have the advantages of high hardness, high wear
resistance, high temperature resistance, corrosion resistance and no pollution to materials.

2. Among various metering pumps, ceramic pumps have the highest accuracy, which can reach +3%, and maintain long-term
stability and high repetition consistency.

3. The micro-porous structure of ceramic plunger working face obtained by unique processing means has self-lubricating effect,
and no sealing ring is needed.

4. The surface of cavity and plunger is machined into mirror by advanced high-precision internal and external grinder. The
surface of cavity is made of fluid structure without dead angle and groove, which is convenient for cleaning and disinfection.

5. The pump body structure is made of 316L stainless steel, which is connected with ceramics through a specific process.
There are no other impurities and it is easy to disassemble.

6. The product has been tested for corrosion resistance, acid and alkali resistance and safety performance, and all the indexes
have reached the water standard of the same kind of product abroad.
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XQX2R7%| EZRR

XQX2 Series Ceramic Pump Integration
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EERABEEZERSHE—MATIIEREXEERELFRE %%ﬂﬁ%ﬁ’ﬂﬁéf&%%ﬁ%ﬁn A E s o)
Jigd, BTFRRABEFEMAELEZED), KMFRHIFTITERENHATRL .
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| EMPASBIARA 316 THEMWN, REAFEHFNNEMRYE, RNETALFEMBRRASRRE. TTIRER
KEEAGHRITERRT

2EZRIMITERATEEBNITERENESE B, BERTEATLZE.

3.X2 REIN AT iz, HMEH.

TR
A HTFEERNETIBINREUARNE. ERAFETRBR. %K. EHR5. hFRE. Bl BER. 2R,
FK 1R RSP ESEEHRR DR .

FARS¥ Technical parameters
1S Item No. -03 -06 -09 -12 -15 -18 -21 -24 27

&S AR FhE. B
Ceramic parts: high purity alumina(Al203), zirconia(ZrO2), silicon carbide(SiC), etc

PEINE R EELAR S 316L NEEH  Metal part: 316L stainless steel

SRR

Pump Material

gji,BEEI 4-80ul | 10-140ul | 20-240ul | 50-700ul {0.2-1.5ml|0.2-2.9ml| 0.6-6ml | 1-12ml | 2-25ml
Filling Range
GiEE

; P4 o5 o7 ®10 13 ®15 ®22 ®»25 P36
Bore Diameter
#%%E RPM 450 350 300 250 200
¥ 15 Accuracy fftF+0.5% Better than +0.5%
sl AC220V 50/60Hz (110V AJik)
Power Supply

IhZ Power Rate 75w 75w 75w 150w 150w 150w 240w 240w 240w




SEBEAMRBEER S ZI (XQZPGHRF)
Desktop type penicillin bottle ceramic pump packer
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Pt %

B AREETURFSE GMP IAEER. =~ | | -
1. RAERENIRIERS; LULLHJJ
2HBBHRA: BAMER, BERABEARLSS—BIERE, ARSI EBSEIES B
3.304 FEMINL, AREH, SHTE;

4 45 5)iE P T SRR O L

5. 75 bRt () B ) B AR R

6.37#F Modbus 485 IBE1HMY;

7ARERAEERELN, SHTHTRENINE.

Characteristic: This equipment has been tested to meet the requirements of GMP certification.

1. Adopt intelligent operating system.

2. The liquid separation part is: high purity ceramic pump, which controls the amount of liquid injected in each
circle by adjusting the Angle of the pump head.

3. 304 stainless steel appearance, desktop structure, practical and convenient.

4. Especially suitable for stable bottle shape.

5. Convenient and rapid change of bottle species with different diameters.

6. Support Modbus 485 communication protocol.

7. This equipment adopts German sensor to realize the function of no filling without bottle.

KRS Technical parameters

— XQZPG-1A XQZPG-28B
BB H single channel W& iE Double channel

& 3k Pump B 4ip8& High purity ceramics

FEFEFSE Filling accuracy <+0.5%

HEFSEE Filling range 0.5-2ml 1.5-5ml 3-10ml 2-25ml 5-60ml

i& FfiF A2 Bottle diameter 12-40mm

=& Manufacturing speed < 35 /4> ¥ PCS/min < 80 /4> PCS/min

FHURF Size of Host Machine 1130*430*240 mm

fit B Power AC 220V 50-60Hz 350W
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KSEHEEFSEY (XQZPGEF)

Desktop type paste piston ceramic pump packer

R FRELTNXFE GMP IAEEK.

1. R AERNRIERSR

LR ARENSEEEREFRENBANG L, ZEENEEREE X RERILREFEN,;
3.304 FFEMINR, EXEH, SEHAE;

4. %57 1E F TS R Roim B

5. 73 B RE A E A [E) E 2R IRA

6.32#F Modbus 485 i@ {5 ;

7R ERAEERRBRN, SKELMAERNINEE.

Characteristic: This equipment has been tested to meet the requirements of GMP certification.

1. Adopt intelligent operating system.

2. High precision ceramic rotary valve is used to control liquid input and output, and precise ceramic plunger and
cavity are ensured to be stable and accurate.

3. 304 stainless steel appearance, desktop structure, practical and convenient.

4. Especially suitable for stable bottle shape.

5. Convenient and rapid change of bottle species with different diameters.

6. Support Modbus 485 communication protocol.

7. This equipment adopts German sensor to realize the function of no filling without bottle.

FiAR2¥% Technical parameters

A5 Model XQZPG-C1
Rk Pump & 4ip5 & High purity ceramics

MBI Filling accuracy < +01%

FEFSEE Filling range 1-12ml 2-25ml 5-50ml 10-100ml
1= i E1® Bottle diameter 12-78mm

=& Manufacturing speed < 35 /5 ¥ PCS/min

FEHLR T Size of Host Machine 1130*430*550 mm

3




SE B M EREIE — A (XQGM-30A)

Desktop penicillin bottle filling and riveting machine
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R AREFETVAFE GMP IAIEE K.

1R AERNBRIERS:

2B RA: BABER, BIRIAEAREFES—BIOIRE, RANSHITERENEE —BUE
3.304 REMPIM, BXEM, LHHE;

AMERIRA: HFHRHRREELLHE, ALK

SARBRARARENS X, TENMEZERET EREEL;

6 AR EFRARERRIEGN, KALHAER. TEFWEAITIEE.

Characteristic: This equipment has been tested to meet the requirements of GMP certification.

1. the intelligent operating system is adopted.

2. The liquid filling part adopts high purity ceramic pump, which controls the injection volume of each lap by
adjusting the angle of the pump head, and has extremely high measuring accuracy and repeated consistency.

3. 304 stainless steel appearance, desktop structure, practical and convenient.

4. Riveting part adopts special material coating hardening treatment, which has long service life.

5. The equipment is fast installed by mold, and it can be replaced conveniently between different bottle types.

6. This device adopts the German sensor to achieve the functions of no filling without bottle, no rivet cover without
lids.

BEARE# Technical parameters

A5 Model XQGM-30A

F#EZESEE Filling range 0.2-6ml 1-12ml 2-25ml 5-60ml
FEAEHEE Filling accuracy < *+0.5%

O H1F sealing diameter @13mm / @15mm / 920mm

P& Manufacturing speed < 22 #fi/5r$h PCS/min

e Power AC 220V  50-60Hz 600W

SJE Air range 0.4-0.5Mpa

FHR T Size of Host Machine 1230*780*600 mm
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SEAEERRE MY (XQGX-30)

Desktop filling and screwing machine

e RRELZENAFE GMP AIEEK.
1. RAERERRIERS;

2.miRER KA : BARER, BURLAEFEEHE—BERIRE, EARSHITEBENEE I
3.304 7NEEWMII, BNEN, ERHE;

4 MEEFBA KA ERANTIE, RIESTFHRNEE—H;
SAHKARAERENAR, TRIAMEZ BEET EHRIRER;

6. AR ERAEEBREN, EMIMAER. TETHERIINEE.

Characteristic: This equipment has been tested to meet the requirements of GMP certification.

1. Intelligent operation system is adopted.

2. The liquid-dividing part adopts high-purity ceramic pump, which controls the liquid-filling quantity of each circle
by adjusting the angle of the pump head, and has high metering precision and repetitive consistency.

3. 304 stainless steel appearance, desktop structure, practical and convenient.

4. The capping part adopts servo motor torsional screwing to ensure the tightness of the lid.

5. the machine adopts the way of fast mold installation, and it can be replaced conveniently between different
bottle types.

6. The device adopts German sensor to achieve the functions of no filling without bottle, no capping without lids.

FiR&¥ Technical parameters

A= Model XQGX-30

&Rk Pump =4 F#& High purity ceramics

RS Filling accuracy < +0.5%

HELEIEE Filling range 0.5-2ml 1.5-5ml 3-10ml 2-25ml 5-60ml
=& Manufacturing speed <25 #i/5¥ PCS/min

FHLR~T Size of Host Machine 1230*780*600 mm

{8 Power AC 220V 50-60Hz  600W

S JE Air pressure 0.4-0.6Mpa

5




SEERIEEARIEFLEYL (XQMG-2A)

Desktop dual head cap crimping machine
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R
1.8 5, RIEEE;
2LEATFEMEILE. A TR =REEREa%,
3HSRALTEMN 304 FBE4E, BED4;
4. 7R &K A0 RESETH, RETE;
5. AT ARRIEENIZ E FIR T RIR/N;

Characteristic:

1. Simple structure and easy operation.

2. Suitable for cap crimping products.

3. The body adopts all stainless steel 304 and aluminum alloy.

4. This equipment adopts imported brand pneumatic components, which is stable and reliable.
5. The size of the machine can be customized according to the customer’s need.

FARZS¥ Technical parameters

#1-2 Model XQMG-2A

=& Manufacturing speed <60 #i/5r¥h PCS/min
FAH1LRF Size of Host Machine 930*580*650 mm

{ite8 Power AC 220V 50-60Hz 600W
SJE Air pressure 0.6 Mpa
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HRRERREE YL (XQZGX-12A)

Rotary filling and cover-capping machine

SEhiEzEE (Pneumatic capping type) fAPRKERA (Servo motor capping type)
R RRRETNIRKFE GMP IMEE K.
1. R A EREMBENRIER S,
2.ARENDXKA: BHMER, RIRLAEAREFE—BANIEE, RERSMITEBRENESE 5L,
3.304 AWM, BREH, SAKE;
4EEFTSFA: So/EREDTE, FIEEFHREE—S
S.ANKAMFERERENAGR, FEMNMEZ BREHEREER,
6. 4R &EXAEERBRN, SLTLMAER. TERERINEE,
7. 55T R M RAEEmE.

Characteristic: This equipment has been tested to meet the requirements of GMP certification.

1. The intelligent touch operating system is adopted.

2. The separation part adopts high purity ceramic pump, which controls the injection volume of each lap by
adjusting the angle of the pump head, and has extremely high measuring accuracy and repeated consistency.

3. 304 stainless steel appearance, desktop structure, practical and convenient.

4. The capping part adopts pneumatic or servo motor torsional screwing to ensure the tightness of the lid.

5. the machine adopts bottle mold fast loading method, different bottle type can be exchanged quickly and
conveniently.

6. The device adopts German sensor to achieve the functions of no filling without bottle, no capping without lids.

7. Taiwan brand pneumatic components are adopted.

FARS¥ Technical parameters

-5 Model XQZGX-12A

&k Pump =4l fE & High purity ceramics

HEAEFEE Filling accuracy <+0.5%

MBI A ESEE Filling range 0.1-2ml 0.5-5ml 1-10ml 2-25ml 5-60ml
F=# Manufacturing speed < 35 /43§ PCS / minute

FEAHRF Size of Host Machine 500*550*650 mm

e Power AC 220V 50-60Hz  550W

S JE Air pressure 0.4-0.6Mpa

4




e HERESE— YL (XQZGX-JY12)

Nail polish filling and capping machine
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R

1. R A EEMRNRIERS,
2.0 BERI KA BELAE, EEPEMEREGIER;

3.304 NFEWSMA, ERENW, KATGE;
4TEEBHRA: [SBENTIE, RIEEFHREE—E

5. AN AMFRARKNGX, TENMEZ EESGEREER,
6. 7R &EXARERREN, LILMAER. TERTENINGE;
7 A ARIE R ZE G MITE R FFTESIEE;

8. SEhTTER TR AL S M.

Characteristic:

1.Intelligent operating system with touch screen is used.

2.Liquid filling part: constant pressure feeding, suitable for filling medium and high viscosity liquids.

3.304 stainless steel appearance, desktop structure, practical and convenient.

4.The part of the capping is turned down by pneumatic torque to ensure the consistency of the tightness of the
cover.

5.This machine adopts the way of quick filling of bottle molds, which can be easily and quickly replaced among
different bottle types.

6.This equipment adopts German sensor to realize the functions of no filling without bottle, no capping without lids.
7.Can be customized according to the need to increase the plug or cover and other functions.

8.Taiwan brand pneumatic components are adopted.

BARZ¥ Technical parameters

35 Model XQZGX-JY12

F=#& Manufacturing speed < 35 #ffi/s> 0 PCS / minute
BHEAE Tank capacity SS304 5L/10L/20L
FEHRS Size of Host Machine 500*550*650 mm

fitE Power AC 220V 50-60Hz  450W
SE Air pressure 0.4-0.6Mpa




HRERFTE MY (XQZGD-12B)

Rotary filling and cover-pressing machine

I ITechnoIogy & Future

R FREETNRKFE GMP IAMEER.

1. R A SR MBENRIERS;

2.H0BHBAXA: BHMER, BYIRLAEAREHNS—BENIERE, AARSNITERENEE —3UE;
3.304 REEMIMR, EXEH, THAE;
AFHKAMFEARENSGRX, FAENMEZ B ERERELGR;

5. 4R EFK AEERRKN, THEAMAFERANINGE;

6. SEITTER R A B M.

Characteristic: This equipment has been tested to meet the requirements of GMP certification.

1.Intelligent operating system with touch screen is used.

2.The liquid-dividing part adopts high-purity ceramic pump, which controls the liquid-filing quantity of each circle
by adjusting the angle of the pump head, and has high metering precision and repetitive consistency.

3.304 stainless steel appearance, desktop structure, practical and convenient.

4. The machine adopts bottle mold fast loading method, different bottle type can be changed quickly and
conveniently.

5.This device adopts German electric eye detection to achieve the function of bottling without filling.

6.Pneumatic components adopt Taiwan brand.

BARZS# Technical parameters

A= Model XQZGD-12B

%3k Pump head B4 High purity ceramics

HEFEIBE Filling accuracy < +0.5%

R RABTE Filling range 0.1-2ml 0.5-5ml 1-10m! 2-25ml 5-60ml
7=8 Manufacturing speed < 50 /4> ¥ PCS / minute

FEHLR~ Size of Host Machine 500*550*650 mm

e Power supply AC 220V  50-60Hz  280W

S JE Air supply 0.4-0.6Mpa




HRERFTE MY (XQZGD-12C)

Rotary filling and cover-pressing machine

I ITechnoIogy & Future

B RN E GMP IAEEXK.
1. R AR IER 4
2.REHFKE: BHAMER, BYIRLAFARRFS—BENIRE, AERENITERERNES —BIE;
3.304 WM, BRENH, LAHE;
AFNRAMFEERENGX, TERMNMEZ Eae5EREER;

5.7 &K AEEARASN, SSHEMAEENINGE:

6. 5ENTTRURAR LRI,

Characteristic: This equipment has been tested to meet the requirements of GMP certification.

1.Intelligent operating system with touch screen is used.

2.The liquid-dividing part adopts high-purity ceramic pump, which controls the liquid-filling quantity of each circle
by adjusting the angle of the pump head, and has high metering precision and repetitive consistency.

3.304 stainless steel appearance, desktop structure, practical and convenient.

4.The machine adopts bottle mold fast loading method, different bottle type can be changed quickly and
conveniently.

5.This device adopts German electric eye detection to achieve the function of bottling without filling.

6.Pneumatic components adopt Taiwan brand.

B ARZ% Technical parameters

A= Model XQZGD-12C

%3k Pump head & 44 High purity ceramics

HESEFEE Filling accuracy <+0.5%

ERBIRABEE Filing range 0.1-2ml 0.5-5ml 1-10ml 2-25ml 5-60ml
=& Manufacturing speed < 30-35 /4> $ PCS / minute

EHNLR~F Size of Host Machine 500*550*650 mm

##£8 Power supply AC 220V  50-60Hz 280W

S FE Air supply 0.4-0.6Mpa

10



BRI B/ FREREN (XQJG Series)

Mobile liquid separator
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R

1. RASENEERS,
2BEHHRMA: BEMBER: KA 304 REWII; :
3AREANIRIT, XY WA XBG, ATEFLR;
4 ANMFAREZARNAR, EHRMTFRAME . Ak BOEB. XBE, 7. KBF%.

Characteristic:

1.The intelligent operating system is adopted.

2.Filling part adopts: high purity ceramic pump; adopt 304 stainless steel appearance;

3.The desktop design of the equipment, X-Y two axis interpolation mobile mode and this machine has the
dual-head type.

4.The machine adopts tray supporting method, and is suitable for unstable bottle type, such as water light needle,
centrifuge tube, instrument tube, reagent bottle, test tube and so on.

e

1L ZNATEA. §l. Bm. I aFTINERERSRIBE,

2.BIBAIRIRFIE, ) QC Rift&L, MELEN. ¥YRMBSTT, EEEE;

3.ATMR. £ ORF. FEHR. 8RR BF. RENFRENBBEE D RIMHE,

Application scope:

1.1t is widely used in precision, quantitative loading / dilution of pharmaceutical, pharmaceutical, food, chemical,
cosmetic and other industries.

2.Pre-chromatography preparation, pharmaceutical QC and R&D, environmental monitoring, mineral and blood
analysis, forensic identification.

3.Used for precise quantitative loading / dilution of blood, biological reagents, oral agents, injections, advanced
cosmetics, flavors, fungicides and other liquids.

FEARZ2% Technical parameters

A5 Model XQJG-1S (&3k Single head) XQJG-2S (Mk Dual head)
Z 388 Pump material &2k Tl Bg%& High purity industrial ceramics

EFEEE Filling accuracy <+0.5 %

HEFESE [ Filling range 0.5-2ml 1-5ml 1-10ml 2-30ml
54> P33R ¥] Filling times per minute <40 #/4 % PCS / minute < 80 /4 ¥ PCS / minute
EHR~ Size of Host Machine 505x415x370 mm

11



BREFEY (XQQG Series)
Ceramic pump Cream filling machine

I ITechnoIogy & Future

Sz TR AR BN B RRERN

LI
1. X ARBENSAEEEREFNRENBATGL, RETHEETERRBRERIERRERERN;
2LEARRE. £8. HEE®. BE. KBES.

Characteristic:

1.High precision ceramic rotary valve is used to control liquid input and output, and precise ceramic plunger and
cavity are ensured to be stable and accurate.

2.Suitable for the gel tube, the pen core tube, the sealing tube, etc.

FARS¥ Technical parameters

315 Model XQQG-12 XQQG-25 XQQG-50 XQQG-100
%23k Pump head = 4ip8% High purity ceramics

HEFLFEFE Filling accuracy <+1%

HEFESEME Filling range 1-12ml 2-25ml 5-50ml 10-100ml
78 Manufacturing speed <40 /9% Bottle/min

FEHR S Size of Host Machine 500*550*650 mm

fite Power AC 220V 50-60Hz  50W

S & Air pressure 0.4-0.6Mpa

12



EEBEHH BRI (XQIZ-28-XYZ)

High speed mobile separator

I ITechnoIogy & Future

.....

i

B RIRAER

R
1. BEIBUBEIHE . ZiWEER;
2BAMS, EEZMIMAIRAT S,
SMERALATHEN 304, BERLE;
AR RRAXYZ =BG, XEAEABREREN, 8855, EHE;
SEXRMHOXH: BEMANBEZHER, EERHERIX+0.3%;

6. AT URIEI A = B R T RIK /N

Characteristic:

1.Automatic dual-channel bottle loading, multiple-head filling.

- MG A3 2

2.Suitable for a variety of standing instability products.

3.The machine is made of stainless steel 304.

4.This equipment adopts XYZ three-axis linkage method, using Japanese sensor, Taiwan rail, which makes the
positioning precise.

5.The filling part adopts the precision ceramic pump developed independently, and the repeated accuracy can
reach £0.3%.

6.The size of the machine can be customized according to the customer’s need.

FARS¥ Technical parameters

B#rr=an Target Products B SR kT Midﬂ.%%

Test tube/ampule/water needle/E-liquid bottle
F=& Manufacturing speed < 240 /5> PCS/min
IhZ&E Power AC 220V 50-60Hz / 680w
SEFFEE Filling accuracy < +0.5%
FEHRF Size of Host Machine 720%700x800 mm

13



FEMLRMEEY (XQYS-QD/ZY)
Semi-automatic ampoule cap pressing machine
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B

1.5 5, BIEER;

2EAM, BESMBTRBEEENTSR;
SHLERELTHEN 304 FEEL, BEE4A;
4R ERBHO KBS, RETSE;
5. A LAMRIBIL 7 E B R~ R/

Characteristic:

1. Simple structure and easy operation.

2. Wide versatility, suitable for a variety of products that require plug pressing due to unstable stations.
3. The body adopts all stainless steel 304 and aluminum alloy.

4. This equipment adopts imported brand pneumatic components, which is stable and reliable.

5. The size of the machine can be customized according to the customer’s need.

B ARZ# Technical parameters

LER. KAHEES

B#R*=& Target Products _
Ampule/water needle cap pressing

F=8 Manufacturing speed 100 #f/k PCS/times
SHESEE Air range 0.4-0.6Mpa
FHLR T Size of Host Machine 400*300*500 mm

14



DBERRZERTL (XQYM-2T)
Double channel eye mask liquid filling machine

I ITechnoIogy & Future

R
1. BEIREEHR. ZBEER,;

2 BAM, EARESS SR

BMMIRALTEN 304, EERLE;

4R BERAXRAEABREN, 5SH, BB,
SERMARA: BEMANBEZHMER, EEHERIAX0.5%;
6. A PAMRIBIL A & HI R T RO/

Characteristic:

1.Automatic dual-channel bottle loading, multiple-head filling.

2.Suitable for a variety of standing instability products.

3.The machine is made of stainless steel 304.

4.This equipment adopts XYZ three-axis linkage method, using Japanese sensor, Taiwan rail, which makes the
positioning precise.

5.The filling part adopts the precision ceramic pump developed independently, and the repeated accuracy can
reach +0.3%.

6.The size of the machine can be customized according to the customer’s need.

FARS#% Technical parameters

A5 Model SEBERREREREN (XQYM-2T)
78 Manufacturing speed < 80 #f/4r ¥ PCS/min
IhE Power AC 220V 50-60Hz / 680w
SRS Filling accuracy <+0.5%

FHLRF Size of Host Machine 1000%500x600 mm

15



EHITAHUERTL (XQAB-2A)
Automatic ampoule filling machine
e
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R
12N 2B, 2. ER. EE FTE. B
2. BN TIETAARENTAZRE;
SHEXRAELARHFHEN 304, EERE;

4B ERAEEBRREN, SEITRAER. TRATERNIGEE;
5. ERMONKA: BEMENBHEMER, EEHREIL+0.3%;
6. A] LAMRAEIN 4 E B R~ B K/

Characteristic:

1.Fully automatic bottle feeding, testing, filling, plug loading, plug pressing and bottle discharging.

2.Unattended operation with stable working performance is realized in the whole machine.

3.The machine is made of stainless steel 304.

4. The equipment adopts German sensor to realize the functions of filling with bottle and stopping without bottle.
5.The filling part adopts the precision ceramic pump developed independently, and the repeated accuracy can
reach +0.3%.

6.The size of the machine can be customized according to the customer’s need.

BiR2% Technical parameters

H¥r/=d Target Products Z LB ZERIR All kinds of plastic ampule
=8 Manufacturing speed < 70 #/4 ¥k PCS / minute

I1Z Power AC 220V  50-60Hz / 1.5kw

S ZFEE Filling accuracy < +0.5%

SESEE Air range 0.4-0.6Mpa

16



£ BRIFAMIERYL (XQXL-2A)

Automatic Penicillin bottle filling machine

I |Techno|ogy & Future

R
1. 2Bz, 0. #ERk. £E. FH. ME. Ll
2B TEINBENTARE;
SHEXALTFEN 304, WiEEE;
ARLERAEERREN, STMEMAER. TR TENIEE;
5 ERMARA: BEMANBHMER, EEHBEILL0.4%;
6. AT LAMRIBINIA E S R~ RN

Characteristic:

1.Fully automatic bottle feeding, testing, filling, plug loading & pressing, capping and bottle discharging.
2.Unattended operation with stable working performance is realized in the whole machine.

3.The machine is made of stainless steel 304.

4.The equipment adopts German sensor to realize the functions of filling with bottle and stopping without bottle.
5.The filling part adopts the precision ceramic pump developed independently, and the repeated accuracy can
reach £0.4%.

6.The size of the machine can be customized according to the customer’s need.

B R2¥ Technical parameters

B4R/ & Target Products 78 #R3E Penicillin bottle
F=# Manufacturing speed 28-35 /53 ¥ PCS / minute
Ih& Power AC 220V 50-60Hz / 1.5kw
HEZEHEE Filling accuracy <+0.5%

SESEE Air range 0.5-0.7Mpa
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£ BEMAMAUERF EE Y (XQXL-2C)

Penicillin bottle filling and cap pressing machine

I ITechnoIogy & Future

L=

1. BN SEEE. 0. B, EE ER. BB B, TEHETFRES;
2B THEIARENT ARKE;

BHERALTHEN 304, BERLE;

A4 ERBEEEREN, SSMTRAERE. TR TENINEE;

5. BERTHRA: BEMANBEMER, ERHETIX+0.4%;

6. AT LURIB I A E B R ~H AR/

Characteristic:

1.Fully automatic bottle feeding, testing, filling, plug loading & pressing, bottle discharging. Mainly for dry powder
products.

2.Unattended operation with stable working performance is realized in the whole machine.

3.The machine is made of stainless steel 304.

4.The equipment adopts German sensor to realize the functions of filling with bottle and stopping without bottle.
5.The filling part adopts the precision ceramic pump developed independently, and the repeated accuracy can
reach £0.4%.

6.The size of the machine can be customized according to the customer’s need.

FARS% Technical parameters

B#R=f Target Products FEHRHE Penicillin bottle
=8 Manufacturing speed 28-35 jifi/5>¥f PCS / minute
IhZ& Power AC 220V 50-60Hz / 1.5kw
FELEFERE Filling accuracy <+0.5%

SESEME Air range 0.5-0.7Mpa
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KA EREIATUERRE — A9l (XQXHS-2A)
Cycling filling and capping machine

e

I ITechnoIogy & Future

R

1. FRIA0M. N R EE. R I
2HERAETHEN 304, EEEE;
SANEERAEERREN, SSIEMAEEK. FTRENINGE;
AERHRA: BEMENEEZMER, ERHENIL0.8%;
5. 7] LAMRAB I 15 & B R ~F IR/

Characteristic:

1.Manual bottle loading, detecting, filling, plug pressing, capping and bottle-out.

2.The machine is made of stainless steel 304.

3.The equipment adopts the German sensor to achieve the function of no bottle without filling and film-sealing;
4.The filling part adopts the precision ceramic pump developed independently, and the repeated accuracy can
reach +£0.8%.

5.The size of the machine can be customized according to the customer’s need.

RS ¥ Technical parameters

B#RF=& Target Products k¥l BT Liquid / paste
F=8 Manufacturing speed 30-40 /435 PCS/min
II#% Power AC 220V 50-60Hz /2KW
HEEEFSE Filling accuracy <+0.5%
SESEE Air range 0.5-0.7Mpa

19



I ITechnoIogy & Future

SI=W
1.8y gt 0. EE. FE. EE. iR,
2. BN THEINRENT ARE;
INERHEREN 304, EERAE;

EHIKEFHEREEN (XQAB-2L)
Automatic Filling and Capping Machine

4RERBEERREN, SSELMAER. TR TENIRE,
5. RRHOXA: BEMRNFBMER, EEHEXL0.8%;

6. AT ARIE I A E H R T RIR/N;

Characteristic:

1.Fully automatic bottle feeding, testing, filling, capping and bottle discharging.

2.Unattended operation with stable working performance is realized in the whole machine.

3.The machine is made of stainless steel 304.

4.The equipment adopts German sensor to realize the functions of filling with bottle and stopping without bottle.

5.The filling part adopts the precision ceramic pump developed independently, and the repeated accuracy can

reach +0.8%.

6.The size of the machine can be customized according to the customer’s need.

B AR&% Technical parameters

B#r=& Target Products

JK¥Et  Water Needle

=& Manufacturing speed

35-45 #i/53$ PCS / minute

I#E Power

AC 220V 50-60Hz / 2000w

JBEHEE Filling accuracy < +0.8%
SJESEE Air range 0.5-0.7Mpa
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